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I hereby certify that this plan, speciÞcation, or report

was prepared by me or under my direct supervision

and that I am a duly Licensed Architect under the laws

of the State of Minnesota.

Print Name: Lon Negen

Signature:

Date:  March 31, 2010                   License No: 41402

Site Plan

COMM. NO.:

SCALE:

DATE:

DRAWN BY:

REVISION DATE

Construction Document
LAE

MARCH 31, 2010

P
E

A
C

E
 L

U
T

H
E

R
A

N
 C

H
U

R
C

H

© 2010 Negen Architects, PA, Cold Spring, MN  56320

10
00

 R
ed

 R
iv

er
 A

ve
nu

e 
N

or
th

C
ol

d 
S

pr
in

g,
 M

N
 5

63
20

INTEGRAL CURB DETAIL
Scale   1'' =  1' - 0''
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 INTEGRAL CONCRETE CURB

CLASS 5 AGGREGATE BASE, 2" MIN.

APPROVED COMPACTED SUBGRADE

BITUMINOUS PAVING

PAVEMENT SECTION
Scale   1'' =  1' - 0''
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BITUMINOUS WEAR COURSE (MNDOT 2350
TYPE LVWE35030B)

BITUMINOUS BASE COURSE (MNDOT 2350
TYPE LVNW35030B)

APPROVED COMPACTED SUB-GRADE

CLASS 5 AGGREGATE BASE

SITE PLAN
Scale   1'' =  30' - 0''
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N 89°10'15" W 585.80

TOPOGRAPHIC LIMITS FOR THIS SURVEY, DATED MARCH 2, 2010

HIGHWAY EASEMENT
PER DOC. NO. 799383

GREYSTONE ROAD

PROPOSED
ADDITION
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REINFORCED CONCRETE
SIDEWALK WITH INTEGRAL
CURB, SEE DETAIL 3/A1.1

4" REINFORCED
CONC. SIDEWALK

PROPERTY LINE

EXIST.
GARAGE

EXISTING
BUILDING

F.F.E.1161.87

PROPOSED
ADDITION
(ALT. #1)

PROPOSED CANOPY, BASE BID #3

EXISTING BITUMINOUS
TO REMAIN

EXISTING

HO
LD

ING
PO

ND

RELOCATE EXISTING UTILITIES

EXISTING TANKS TO BE RELOCATE,
COORDINATE WITH OWNER

REMOVE & REPLACE EXISTING CONCRETE
SIDEWALK AS REQUIRED TO COMPLETE THE

WORK, DEMOLISH TO NEAREST JOINT.

ACCESSIBLE PARKING SIGN

CURB RAMP

ACCESSIBLE STALL SYMBOL &
ISLE STRIPING, BLUE

PARKING LOT STRIPING, WHITE

3" ASPHALT PAVING

ACCESSIBLE STALL SYMBOL
Scale   1/2'' =  1' - 0''
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SEE SPECIFICATIONS FOR PAINT TYPE
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NOTE:
PLACE STALL SYMBOL TO CENTER OF
PARKING STALL

CONFORM DIMENSIONS,
CONFIGURATION, AND
COLORS W/ LOCAL
GOVERNMENT, AND
A.D.A. GUIDELINES
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ACCESSIBLE STALL SIGN
Scale   3/4'' =  1' - 0''
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1. SIGNS SHOULD BE PROPERLY
    CENTERED ON PARKING STALLS.
2.  SIGN FACE SHOULD BE LOCATED
     NO FURTHER THAN 8'-0" FROM
     THE FRONT OF EA. PARKING
     STALL W/ MIN. 4'-0" CLEAR.
3. MOUNT SIGN ON COLUMN OR
     WALL AT LOCATIONS WHERE
     STEEL TUBE INTERFERES W/
     BUILDING.
4.  WHERE SIGN IS PLACED IN PAVED
     AREAS ON PARKING LOTS;
     PROVIDE PRECAST WHEEL STOPS

FINISH GRADE - SEE SITE PLAN

8" DIA. CMP FILLED WITH COMPACTED
SAND; PLACE 4" BELOW FINISHED
GRADE OR LANDSCAPE MATERIAL

HANDICAPPED
PARKING

PERMIT
REQUIRED
$200 FINE

NOTE :

INTERNATIONAL SIGN OF ACCESSIBILITY;
TO MEET ALL STATE AND FEDERAL
REQUIREMENTS OF COLOR, SIZE AND
HEIGHT

M
IN

.

2" X 2" X 3/16" STEEL TUBE - PAINT

VAN
ACCESSIBLE

CURB RAMP DETAIL
Scale   1/4'' =  1' - 0''
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SAME WIDTH
AS RAMP

ACCESS AISLE

1:10
MAX.

SLOPE

CONC. SIDEWALK

CLEAR LANDING

ADA TRUNCATED DOME MAT,
WIDTH OF RAMP X 24"

CONC. CURB


